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Automated Conveyance Integration:

Fitted with synchronized conveying systems, our robotic cells increase

production efficiency by 2 – 4 times compared with manual or

semi-automatic powder coating machines.
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Model: ST-PCLR1150

Configuration : Vertical articulated type (6 axes / 6 degrees of freedom)

Payload Capacity¹ : 5 kg (Wrist L/U axis: 1 kg)

Maximum Reach : 727 mm

Repeatability² : 0.02 mm

Motion Range : S-axis (Rotation): -170°to +170

L-axis (Lower arm): -80°to +120°

U-axis (Upper arm): -70°to +90°

R-axis (Wrist rotation): -190° to +190°

B-axis (Wrist bending): -135° to +135°

T-axis (Wrist twisting): -360° to +360°

Maximum Speed : 1.5 m/s

Maximum Speed of Each Axis :

S-axis: 6.1 rad/s, 350°/s

L-axis: 6.1 rad/s, 350°/s

U-axis: 6.98 rad/s, 400°/s

R-axis: 7.85 rad/s, 450°/s

B-axis: 7.85 rad/s, 450°/s

T-axis: 12.56 rad/s, 720°/s :

Allowable Wrist Torque :

R-axis: 12 N·m

B-axis: 12 N·m
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C-T-axis: 7 N·m :

Allowable Moment of Inertia (GD²/4) :

R-axis: 0.3 kg·m²

S-B-axis: 0.3 kg·m²

T-T-axis: 0.1 kg·m²

Robot Mass : 57 kg :

Installation Environment : Temperature: 0°to +40°

Humidity: 20% to 80% RH (no condensation)

Vibration: ≤ 4.9 m/s² :

Explosion-Proof Certifications : TIIS (Japan), FM (North America), ATEX

(Europe), KCs (Korea)

Power Supply Capacity³ : 1 kVA

Mounting Methods⁴ : Floor-mounted, inverted, wall-mounted, inclined

Applications : Material handling, spray painting
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