Ji'nan ShengTai Painting Equipment Co.,Ltd.
Address: East of the intersection of Dongwaihuan Road and Wenhua Road in Wenden
Village, Diaozhen Street, Zhanggiu District, Jinan City,Shandong Province

Email: sales@stpowdercoating.com  WhatsApp:+8615854139190
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1 Curing room:

Size: 6000*2600*30001 set

Wallboard weight : 120mm(120 kg) 83
Framework: 100*100*2 1 batch galvanize
Container lock: 1 set

2 Heating system

Heating: electricity 1 set

Heating rod: 96 kw/48 pieces

Support: 6 meters1 set

Grid: 3*38 ping 6*1.3

Circulating fan: 0.75 kw/2 sets/Three billion
3 High temperature line:

6 square 6 sets / Material: GB standard
Control: Heating group 8 groups (with 12 kW)
temperature control device;

Fan Control: 0.75 kW *2

Brand: Delixi

Temperature Characteristics: 60°C — 240°C, with some high—end equipment capable of

reaching 400°C.
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Structure and Materials: Typically constructed with rock wool insulation and fireproof
panels as wall materials, with common thicknesses of 5cm, 7.5cm, 10cm, etc.
Customization Attributes: Dimensions, operating temperature, heating method, etc., can
be customized according to specific customer requirements.

Heating Methods: Electric heating, fuel oil heating, gas heating, thermal oil heating,

far—infrared heating technology, etc.

Please provide detailed information so that we can provide you with a more accurate

solution:

1 What are the Maxminum and Minimum dimensions of your workpieces (L x W x
H)?

2 What is the maximum weight of each workpiece? If available, please also provide
product photos.

3 How many workpieces do you plan to coat per day (based on 8 or 16 working hours)
or per month?

4 Which heating source do you prefer, such as electric power, diesel, fuel oil, or natural
gas?

5 What are the dimensions of your workshop (L x W x H)? If possible, could you
share a layout or drawing of the facility?

6 Prior to coating, do you require spray pre—treatment to prepare and clean the
product surface?

7  What voltage and frequency standards are used in your country?

Please also share your WhatsApp or another instant messaging contact so we can

communicate more efficiently.

Address: East of the intersection of Dongwaihuan Road and Wenhua Road in Wenden
Village, Diaozhen Street, Zhanggiu District, Jinan, ShanDong, China, 250000
WhatsApp: +86—-15854139190

WeChat/Telegram: +86-15098917702

Email: sales@stpowdercoating.com
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