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Automotive Spray & Curing Booth ST-LPC800

Specifications Custom deposit

Model ST-LPC-800

Overall Dimension 8000*5100*3600

Heating method Electric heating

Air change rate in the chamber 260

Material Rock Wool Composite Panel

Control Method Semi—automatic Control

Rated power 24kW

Heating time 5-10

Operating temperature 60-80

Maximum operating temperature 80

Side door dimensions 650*2000mm

Fan air volume (m3/h) 3000m3/h

Full load chamber wind speed (m/s) 0.4m/s

Chamber inner dimensions 6900*3900*2650
Equipment Advantages

1.Excellent working environment and extremely high work efficiency: Work efficiency is several times or
even dozens of times higher than manual labor. The paint surface is smooth, uniform, and free of
impurities.

2.Healthy materials: It saves space and is convenient to use. At the same time, it can forcibly dry the

primer and topcoat, accelerating work rhythm and increasing work power.

1 https:www.stpowdercoating.com



Ji'nan ShengTai Painting Equipment Co.,Ltd.
: i Address: East of the intersection of Dongwaihuan Road and Wenhua Road in Wenden
- Village, Diaozhen Street, Zhanggiu District, Jinan City,Shandong Province
Email: sales@stpowdercoating.com  WhatsApp:+8615854139190

Automotive Spray & Curing Booth ST-LPC800

Please provide detailed information so that we can provide you with a more accurate solution:

1.What are the Maxminum and Minimum dimensions of your workpieces (L x W x H)?

2.What is the maximum weight of each workpiece? If available, please also provide product photos.
3.How many workpieces do you plan to coat per day (based on 8 or 16 working hours) or per month?
4.Which heating source do you prefer, such as electric power, diesel, fuel oil, or natural gas?

5.What are the dimensions of your workshop (L x W x H)? If possible, could you share a layout or
drawing of the facility?

6.Prior to coating, do you require spray pre—-treatment to prepare and clean the product surface?
7.What voltage and frequency standards are used in your country?

Please also share your WhatsApp or another instant messaging contact so we can communicate more

efficiently.

Address: East of the intersection of Dongwaihuan Road and Wenhua Road in Wenden Village, Diaozhen
Street, Zhanggqiu District, Jinan, ShanDong, China, 250000

WhatsApp: +86—-15854139190;

WeChat/Telegram: +86-15098917702

Email: sales@stpowdercoating.com
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