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Electrophoretic Coating Line for Automotive Bumpers ST-EC-AB2320

No Item Detailed Configuration

1 Process Type Full immersion type

2 Treatment Time 3.0min

3 Section Lengths

Entry section: 5.00 m; Treatment section: 9.00 m; Exit section: 5.80

m; Total length: 19.80 m

4 Temperature 25–35 °C

5 Booth Dimensions L19.80 × W2.76 × H6.15 (m); leg height: 2.15 m

6 Operating Platform L19.80 × W0.70 × H2.20 (m); leg height: 2.15 m

7 Materials

E-coat tank: δ15 reinforced PP plate; frame: 160 × 80 × 4

rectangular steel tube

Dust-proof enclosure: frame made of 50 × 50 × 3 galvanized

square tube; wall & roof panels made of δ0.80 SUS304 stainless

steel sheet; windows made of δ5 glass

Operating platform: support frame made of 50 galvanized square

tube; walkway made of δ2.5 checkered steel plate

8

E-coat Agitation

Pumps

HCZ100-80-315; speed: 1450 r/min; power: 15.0 kW; quantity: 2 units;

horizontal type (shared operation)

9 All Piping Before plate heat exchanger: PPR pipes; after plate heat exchanger:
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PVC pipes

10

Agitation Spray

Nozzles

Venturi nozzles G90: 39 pcs; G40: 5 pcs; total 14 rows

11 Ultrafiltration Unit SUF-1200; domestic manufacture; Hydranautics (USA) membranes

12 Chiller & Heater Unit

40 HP heating & cooling unit; manufactured by Angus (Hong Kong);

heating capacity: 72 kW

13 Rectifier 400 A / 300 V

14 Anode Pipes

Effective length: 2000 mm; total length: 2600 mm; total quantity: 30

sets

15

Stainless Steel Bag

Filters

RB-4AL; 2 units

16

Stainless Steel Plate

Heat Exchanger

Heat exchange area: 20.0 m²; model: BR0.2T

17 Anolyte System Tank, pumps, and piping made of PP plates and UPVC pipes

18 Pure Water System

Capacity: 3 T; 1 unit; equipped with two pure water tanks;

single-stage reverse osmosis

19 Backup Power Supply Supplied by customer

◆ Operation platforms and dust-proof rooms are installed on both sides of the electrophoresis tank;

◆ The post-electrophoresis spray rinsing section is equipped with a stainless steel sheet booth;

◆ All post-electrophoresis solution storage tanks are made of PP plates;
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◆ The total height of the post-electrophoresis tanks is 2900 mm, which is 100 mm higher than the

electrophoresis tank. This design allows UF1, UF2, and other post-electrophoresis tanks to overflow

freely, facilitating bath solution management and adjustment. UF0 is sprayed directly on the auxiliary

electrophoresis tank.

Please provide detailed information so that we can provide you with a more accurate solution:

1. What are the Maxminum and Minimum dimensions of your workpieces (L × W × H)?

2. What is the maximum weight of each workpiece? If available, please also provide product photos.

3. How many workpieces do you plan to coat per day (based on 8 or 16 working hours) or per month?

4. Which heating source do you prefer, such as electric power, diesel, fuel oil, or natural gas?

5. What are the dimensions of your workshop (L × W × H)? If possible, could you share a layout or
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drawing of the facility?

6. Prior to coating, do you require spray pre-treatment to prepare and clean the product surface?

7. What voltage and frequency standards are used in your country?

Please also share your WhatsApp or another instant messaging contact so we can communicate more

efficiently.

Website: https://www.stpowdercoating.com

Address: East of the intersection of Dongwaihuan Road and Wenhua Road in Wenden Village, Diaozhen

Street, Zhangqiu District, Jinan, ShanDong, China, 250000

WhatsApp: +86-15854139190

WeChat/Telegram: +86-15098917702

Email: sales@stpowdercoating.com
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