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Pretreatment for Automotive Bumper Cathodic Electrophoretic Coating Line

1. Hot Water Washing Section: 1 unit

Basic requirements:

The booth body is made of 304 matte-finished stainless steel sheet; the tank uses 304

stainless steel as the inner plate with 50 mm insulation; the frame is constructed from 50

× 3 square tubing; the outer panel is δ0.8 stainless steel sheet; plug-in panel structure.

2. Pre-degreasing Section: 1 unit

Basic requirements:

The booth body is made of 304 matte-finished stainless steel sheet; the tank uses 304

stainless steel as the inner plate with 50 mm insulation; the frame is constructed from 50

× 3 square tubing; the outer panel is δ0.8 stainless steel sheet; plug-in panel structure.

3. Main Degreasing Section: 1 unit

Basic requirements:

The booth body is made of 304 matte-finished stainless steel sheet; the tank uses 304

stainless steel as the inner plate with 50 mm insulation; the frame is constructed from 50
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× 3 square tubing; the outer panel is δ0.8 stainless steel sheet; plug-in panel structure.

4. Water Rinse Section 1: 1 unit

Basic requirements:

The booth body is made of SUS304 stainless steel sheet; the tank is fabricated from

single-layer 304 stainless steel sheet; leg height: 100 mm.

5. Water Rinse Section 2: 1 unit

Basic requirements:

The booth body is made of SUS304 stainless steel sheet; the tank is fabricated from

single-layer 304 stainless steel sheet; leg height: 100 mm.

6. Ceramic Conversion Coating Section: 1 unit

Basic requirements:

The booth body is made of SUS304 stainless steel sheet; the tank is fabricated from

single-layer 304 stainless steel sheet; leg height: 100 mm.

7. Water Rinse Section 3: 1 unit

Basic requirements:

The booth body is made of SUS304 stainless steel sheet; the tank is fabricated from

single-layer 304 stainless steel sheet; leg height: 100 mm.

Please provide detailed information so that we can provide you with a more accurate

solution:

1. What are the Maxminum and Minimum dimensions of your workpieces (L × W × H)?

2. What is the maximum weight of each workpiece? If available, please also provide

product photos.

3. How many workpieces do you plan to coat per day (based on 8 or 16 working hours) or

per month?

4. Which heating source do you prefer, such as electric power, diesel, fuel oil, or natural

gas?

5. What are the dimensions of your workshop (L × W × H)? If possible, could you share
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a layout or drawing of the facility?

6. Prior to coating, do you require spray pre-treatment to prepare and clean the product

surface?

7. What voltage and frequency standards are used in your country?

Please also share your WhatsApp or another instant messaging contact so we can

communicate more efficiently.

Website: https://www.stpowdercoating.com

Address: East of the intersection of Dongwaihuan Road and Wenhua Road in Wenden

Village, Diaozhen Street, Zhangqiu District, Jinan, ShanDong, China, 250000

WhatsApp: +86-15854139190

WeChat/Telegram: +86-15098917702

Email: sales@stpowdercoating.com


